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DEPARTMENT OF TRANSPORTATION 

FEDERAL AVIATION ADMINISTRATION 
STANDARD 

SITING AND INSTALLATION STANDARDS FOR 
RUNiLTAY VISUAL KANGE EQUIPMENT FOR CATEGORY I AND 11 OPEMTION 

This  amendment forms a  p a r t  of FAA-sTD-008 da ted  May 15, 1967. 

Page 3 ,  Chapter 2,  paragraph 3: 9 e l e t e  and i n s e r t  t h e  fol lowing:  

3 .  EST.KE3LI5Hi~IENT GUIDE 

a .  5 s t ab l i shnen t . -  The establ isknlent  of a n  RVEi f a c i l i t y  s h a l l  be based ofi 

c r i t e r i a  contaiced i n  t h e  a p p r o p r i f t e  planning s tandard .  

b .  Basel ine cons ide ra t ions . -  The fol lowing b a s e l i n e  cons ide ra t ions  a r e  t o  
apply t o  l o c a t i c n s  a t  which liVR syctems a r e  t o  be e s t a b l i s h e d .  

(1) Fcr  purposes of s t anda rd iza t ion  a l l  :lev tr&nsrr,issometer l o c a t i o n s  
s h a l l  be i n s t a l l e d  on e  250 f o o t  base l ine  f ~ r  use under. Category 
I and II condi.t ions.  

(2) Vhen a  Category I runway i s  upgraaed t o  s C h t e g o ~ y  I1 runway, :;he 
~ o l l o u t  t r ans r l s some te r  s h a l l  be i n s t h l l e d  on a  250 i 'ozt  b u s e l i x .  
The e x i s t i n g  touchdowr~ t r ans i~ i scomete r  nay be l e f t  on z 500 f o o t  
base l ine .  If t h e  e x i s t i y g  touchdown ";en;;rr.issorneter i s  a l x  t o  
be Lsed t o  provide rol1o::t i n f o r a a t i o g  f o r  z i r s r a f t  landLng i n  
t h e  oppos i te  d i r e c t i o n ,  t h e  s r a n s ~ i s s o r - e t e r  s h a l l  b e  relocatc:J 
frorfL t h e  $00 f c o t  base l ine  t o  a  250 f o o t  b a s e l i n e .  C t h e m i s e ,  
t h e  500 f o c t  b a s e l i c e  r-ay be r e t a i n e d .  




